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M E C H A N I C A L

Height (min/max) 1.029/1.379 mm

Base diameter 500 mm

Speed 1,5 m/s

Elevation axis range 350 mm

Weight 54 Kg

DOF 12-13 DOF (6 DOF Arm,  
1-2 DOF Gripper, 2 DOF Pan 
tilt, 2 DOF Traction,  
1 DOF Torso elevation)

Autonomy 7 h continuous motion

Enclosure class IP51

Batteries LiFePO4 30Ah@24V

Traction motors 2x250 W servomotors

Temperature range 0° to +50°C

C O N T R O L

Controller Open architecture ROS  
Embedded PC with Linux

Communication WiFi 802.11n

Connectivity 2x USB, 2x Ethernet and 1x HDMI

P C

Processor 4th Generation Intel i7

RAM 8 Gb 

Hard Drive Capacity 120 Gb

R B - 1

T E C H N I C A L  S P E C I F I C AT I O N S

MICO² ARM 
Arm payload 

 
Arm reach 

DOF 
 

JACO² ARM 
Arm payload 

 
Arm reach 

DOF

 
2,1 Kg half range / 1,5 Kg 
complete range  
700 mm 
6 
 
 
2,6 Kg half range / 2,2 Kg 
complete range 
900 mm 
6
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